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Universal Wrenches 
1/2” Sq. Dr., SAE – Extension

 Part Part Hex Shank Socket Sock et Nose End Opening
 Number Number Opening Length  Length  Diameter  Diameter Depth
 Standard Tension In. (A) In. (B) In. (C) In. (D) In. (E) In.

 KH-43-6 KN-43-6 3/8 6 13/16 5/8 17/32 7/16
       - KN-43-9 3/8 9 13/16 5/8 17/32 7/16
 KH-44-6 KN-44-6 7/16 6 7/8 5/8 5/8 1/2
 KH-45-3       - 1/2 3 7/8 11/16 11/16 1/2
 KH-45-4       - 1/2 4 7/8 11/16 11/16 1/2
 KH-45-6 KN-45-6 1/2 6 7/8 11/16 11/16 1/2
       - KN-45-9 1/2 9 7/8 11/16 11/16 1/2
 KH-104-6 KN-104-6 1/2 6 1 3/4 3/4 9/16
       - KN-104-9 1/2 9 1 3/4 3/4 9/16
 KH-202-6 KN-202-6 1/2 6 1 7/8 11/16 15/32
       - KN-202-8 1/2 9 1 7/8 11/16 15/32
 KH-105-3       - 9/16 3 1 13/16 13/16 9/16
 KH-105-6 KN-105-6 9/16 6 1 13/16 13/16 9/16
       - KN-105-9 9/16 9 1 13/16 13/16 9/16
 KH-105-12 KN-105-12 9/16 12 1 13/16 13/16 9/16
 KH-203-4       - 9/16 4 1 1/16 7/8 3/4 17/32
 KH-203-6 KN-203-6 9/16 6 1 1/16 7/8 3/4 17/32
 KH-203-9 KN-203-9 9/16 9 1 1/16 7/8 3/4 17/32
       - KN-203-12 9/16 12 1 1/16 7/8 3/4 17/32
       - KN-318-3 9/16 3 1 1/8 1 3/4 9/16
 KH-318-4 KN-318-4 9/16 4 1 1/8 1 3/4 9/16
 KH-205-3       - 5/8 3 1 1/8 7/8 7/8 19/32
 KH-205-4       - 5/8 4 1 1/8 7/8 7/8 19/32
 KH-205-6 KN-205-6 5/8 6 1 1/8 7/8 7/8 19/32
       - KN-205-9 5/8 9 1 1/8 7/8 7/8 19/32
 KH-205-12 KN-205-12 5/8 12 1 1/8 7/8 7/8 19/32
 KH-320-6       - 5/8 6 1 3/16 1 27/32 5/8
       - KN-320-12 5/8 12 1 3/16 1 27/32 5/8
 KH-321-6       - 11/16 6 1 1/4 1 1 11/16
 KH-322-6 KN-322-6 3/4 6 1 1/4 1 1/8 1 1/8 11/16
       - KN-322-9 3/4 9 1 1/4 1 1/8 1 1/8 11/16
       - KN-322-12 3/4 12 1 1/4 1 1/8 1 1/8 11/16
       - KN-404-6 3/4 6 1 3/8 1 1/4 1 1/32 41/64
 KH-409-3       - 15/16 3 1 3/8 1 5/16 1 5/16 41/64
 KH-409-4       - 15/16 4 1 3/8 1 5/16 1 5/16 41/64
 KH-409-6       - 15/16 6 1 3/8 1 5/16 1 5/16 41/64
 KH-409-12       - 15/16 12 1 3/8 1 5/16 1 5/16 41/64

Universal wrenches must not be used with impact drivers. Maximum operating angle is 30°.
Actual design of universal wrenches may not be exactly like pictures above.
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  Part Number   Overall  Length 
  Adapter  Insert  Hex Length of Insert (A)
 Complete Only  Only Size  In. mm  In. mm

 SZ-22 SC-514 SZ-14-A 1/4 2 1/2 64 1 3/8 35
 SZ-23 SC-514 SZ-15-A 5/16 2 1/2 64 1 3/8 35
 SZ-24 SC-514 SZ-16-A 3/8 2 1/2 64 1 3/8 35
 SZ-25 SC-514 SZ-17-A 1/2 2 1/2 64 1 3/8 35
 SZ-42 SC-520 SZ-31-A 1/2 2 1/2 64 1 9/16 35
 SZ-43 SC-514 SZ-18-A 9/16 2 1/2 64 1 3/8 35
 SZ-44 SC-529 SZ-32-A 9/16 2 1/2 64 1 9/16 35
 SZ-26 SC-514 SZ-19-A 5/8 2 1/2 64 1 3/8 35

 For a complete listing, see page 19.
 Adapters with an “SC” prefix feature a set screw for locking in the bit.  
 An “RP” prefix indicates adapters with a roll pin that is inserted through the bit.

1/2” Sq. Dr. Universal Wrench 
Set, SAE

6 Point
 APU56 6 piece, standard length: 
  7/16, 1/2, 9/16, 5/8, 11/16, 3/4

1/2” Sq. Dr. IronBand™ Univ. 
Wrenches, SAE – Extension
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KHW-C-43-6 KNW-C-43-6 3/8 6 .81 .63 .53 .44
KHW-C-44-6 KNW-C-44-6 7/16 6 .88 .63 .63 .50
KHW-C-45-6 KNW-C-45-6 1/2 6 .88 .69 .69 .50
KHW-C-105-6 KNW-C-105-6 9/16 6 1.00 .81 .81 .56
KHW-C-105-12 KNW-C-105-12 9/16 12 1.00 .81 .81 .56
KHW-C-205-6 KNW-C-205-6 5/8 6 1.13 .88 .88 .59
KHW-C-205-12 KNW-C-205-12 5/8 12 1.13 .88 .88 .59
KHW-C-322-6 KNW-C-322-6 3/4 6 1.25 1.13 1.13 .69
      KNW-C-322-12 3/4 12 1.25 1.13 1.13 .69
KHW-C-409-6       15/16 6 1.38 1.31 1.31 .64
Universal wrenches must not be used with impact drivers. Maximum operating angle is 30°.
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